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February 16, 2007

Construction Documents

Index of Drawings,
Vicinity Map, Symbols

and Abbreviations

Brigham City Center Facade
Remodel

No. Sheet Name

G1000 Cover Sheet
G1001 Index of Drawings, Vicinity Map, Symbols and Abbreviations

A1.1 Building A - Plans
A1.2 Bldgs. C, D, and E - Plans
A1.3 Bldg. I - Plans
A1.4 Bldgs. L and M - Plans
A1.5 Building P - Plans
A1.6 Roof Plan
A2.1 Exterior Elevations
A2.2 Exterior Elevations
A3.1 Canopy Sections
A4.1 Large Scale Vestibule Plans
A5.1 Details
A5.2 Door and Window Details
A6.1 Door and Glazing Schedules
A6.2 Window Schedules
A6.3 Window Schedules

S3.1 Structural Details

E0.1 Electrical Symbol Schedule
E0.2 Schedules and Details
E1.0 Overall Electrical Site Plan
E1.1 Electrical Demolition Plan
E2.1 Lighting Plan
E3.1 Power Plan

APPLICABLE CODE YEAR APPLICABLE CODE YEAR
Uniform Building Code (IBC) 2003 ADAGG 2004
Uniform Fire Code (IFC) 2003 ADA 2004
Uniform Mechanical Code  (IMC) 2003 Model Energy Code (IECC) 2003
Uniform Plumbing Code 2003 National Electrical Code 2005
NFPA 2002

BUILDING DATA

Use / Occupancy Classification: OCCUPANCY GROUP B (NO CHANGE OF USE)
FACADE UPGRADE / WINDOW REPLACEMENT

Building Height: EXISTING 1-STORY BUILDING

Allowed
Actual

Building Area: EXISTING

Allowed
Allowable Area Increases
Actual Area

Construction Type: TYPE V-B

Occupant Load: N/A

Fire Resistance Requirements: N/A

Exterior Walls
Interior Walls
Structural Frame

Fire Sprinkling Required: EXISTING BUILDINGS FULLY FIRE SPRINKLED

Total Exit Width Required: N/A

No. of Exits Required: N/A

CODE ANALYSIS

NORTH

VICINITY MAP

PROJECT LOCATION

KEY PLAN

NORTH

SYMBOL KEY INDEX OF DRAWINGSABBREVIATIONS

ADJ. ADJUSTABLE
AFF ABOVE FINISHED FLOOR
ALUM. ALUMINUM
ASTM AMERICAN SOCIETY FOR

TESTING MATERIALS

BITUM. BITUMINOUS
BLDG. BUILDING
B.O. BOTTOM OF
BRG. BEARING

CER. CERAMIC
C.J. CONSTRUCTION JOINT
CLG. CEILING
CLR. CLEAR
CMU CONCRETE MASONRY UNIT
COL. COLUMN
CONC. CONCRETE
CONT. CONTINOUS
COORD. COORDINATE
CPG. COPING

DTL. DETAIL
DWG. DRAWING

EA. EACH
E.J. EXPANSION JOINT
EL. ELEVATION
ELEC. ELECTRICAL
ELEV. ELEVATION
EQ. EQUAL
EXIST. EXISTING
EXT. EXTERIOR

F.D. FLOOR DRAIN
FDN. FOUNDATION
F.E. FIRE EXTINGUISHER
F.F. FINISH FLOOR
FLR. FLOOR
FTG. FOOTING

GA. GAUGE
GALV. GALVANIZED
G.I. GALVANIZED STEEL
GND. GROUND
GYP. BD. GYPSUM WALL BOARD

H.C. HANDICAPPED
HARD. HARDWARE
H.M. HOLLOW METAL
HORIZ. HORIZONTAL
HT. HEIGHT

I.D. INNER DIAMETER
INSUL. INSULATION
INT. INTERIOR

LAV. LAVATORY

MAT. MATERIAL
MAX. MAXIMUM
MFR. MANUFACTURER
MECH. MECHANICAL
MIN. MINIMUM
MISC. MISCELLANEOUS
M.O. MASONRY OPENING
MTL. METAL

N.I.C. NOT IN CONTRACT
NO. NUMBER
N.T.S. NOT TO SCALE

O.C. ON CENTER
O.D. OUTSIDE DIAMETER
O.H. OVERHEAD
OPP. OPPOSITE

PART. PARTITION
PL PLATE
PLUMB. PLUMBING
PNTD. PAINTED
PSI POUNDS PER SQUARE INCH

R.D. ROOF DRAIN
REINF. REINFORCED
REQ. REQUIRED
RET. RETURN
REV. REVISED
RM. ROOM
R.O. ROUGH OPENING

SCHED. SCHEDULE
SHWR. SHOWER
SHT. SHEET
SIM. SIMILAR
SPEC. SPECIFICATION
STD. STANDARD
STRUCT. STRUCTURAL
SUSP. SUSPENDED

THRU THROUGH
T.O. TOP OF
TYP. TYPICAL

VERT. VERTICAL
VEST. VESTIBULE
W/ WITH
WO WITHOUT

GENERAL NOTES

1. ALL DIMENSIONS TO BE FIELD VERIFIED BY GENERAL CONTRACTOR.

2. UNLESS EXPLICITLY NOTED TO BE DEMOLISHED OR REMOVED, ANY EXISTING MECHANICAL, ELECTRICAL OR OTHER DEVICE
CURRENTLY ATTACHED TO THE EXISTING BUILDINGS IS TO BE EITHER REMOVED AND REINSTALLED AFTER RENOVATION, OR
OTHERWISE PROTECTED FROM DAMAGE DURING THE COURSE OF THE WORK.

3. OWNER RETAINS SALVAGE RIGHTS TO ANY DEMOLISHED MATERIALS.  ITEMS NOT CLAIMED AS SALVAGE BY OWNERS IS TO BE
LEGALLY DISPOSED OF OFF SITE.

4. ALL EXISTING WOOD OR VINYL SIDING AT NORTH FACADE OF BUILDINGS IS TO BE REMOVED.  CONTRACTOR TO VERIFY
THE CONDITION OF EXISTING SUBSTRATES.  IF SUBSTRATE IS FOUND TO BE DAMAGED OR DETERIORATED, PROVIDE NEW
1/2" PLYWOOD SUBSTRATE.

5. CONTRACTOR TO REPAIR OR REPLACE ANY INTERIOR SURFACES THAT ARE DAMAGED OR DISTURBED DURING DEMOLITION
AND REMODELING WORK,  INCLUDING ALL FLOOR, CEILING AND WALL SURFACES.   REPAIR AND REPLACEMENT IS TO MATCH
EXISTING ADJACENT SURFACES UNLESS NOTED OTHERWISE.

6. CONTRACTOR TO EVALUATE EXISTING SOFFIT FRAMING AND NOTIFY OWNER AND ARCHITECT IF EXISTING FRAMING
IS DAMAGED OR OTHERWISE INADEQUATE.   FRAMING MAY BE RE-USED UNLESS IT IS IN POOR CONDITION.
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Brigham City Center
1100 South Street
Brigham City, Utah

A1.1

February 16, 2007

Construction Documents

Building A - Plans

Brigham City Center Facade
Remodel

 1/8" = 1'-0"3 Floor Plan - Bldg. A

 1/16" = 1'-0"2 Demolition Floor Plan - Bldg. A

 1/8" = 1'-0"4 Ceiling / Soffit Plan -  Bldg. A

 1/16" = 1'-0"1 Ceiling / Soffit Demolition Plan -  Bldg. A

Demolition Key Notes

D1 Existing wall to remain
D2 Remove existing storefront
D3 Remove existing door(s)
D4 Remove existing flooring at area of new

vestibule
D5 Remove existing ceiling at area of new

vestibule
D6 Existing column to remain
D7 Remove existing wood siding and substrate
D8 Remove existing soffit material
D9 Existing light fixture to be replaced -

coordinate with Electrical Drawings
D10 Remove existing aluminum doors - salvage

for reinstallation
D11 Saw cut and remove existing masonry at

arched openings - coordinate with
Structural Drawings

D12 Masonry below arched openings to remain
D13 Existing ceiling to remain
D14 Remove existing  light fixture
D15 Remove existing wood siding @ CMU wall

Floor Plan Key Notes

F1 New aluminum storefront with anodized
bronze finish.

F2 New wall mounted light fixture - coordinate
w/ Electrical Drawings.

F3 New walk-off carpet tile at vestibule.
F4 New substrate and stucco finish at exposed

areas of existing wall - typical above roof
canopy roof also.

F5 New push plate door operator.
F6 Infill existing door opening to match

adjacent walls.
F7 Clean and prep existing concrete for

new carpet tile at are of new vestibule.
F8 Where new wall mounted sconces or door

operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed.  Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

F9 New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

F10 Use salvaged brick to repair masonry at
areas where new columns installed.

Ceiling Plan Key Notes

C1 New aluminum soffit
C2 New suspended gyp. bd. ceiling
C3 New light fixture - coordinate with

Electrical Drawings
C4 Existing ceiling to remain
C5 Repair or replace existing ceiling and / or

ceiling grids at areas damaged or
disturbed by new construction
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Brigham City Center
1100 South Street
Brigham City, Utah

A1.2

February 16, 2007

Construction Documents

Bldgs. C, D, and E -
Plans

Brigham City Center Facade
Remodel

 1/16" = 1'-0"2 Demolition Plans - Bldgs. C, D, and E

 1/8" = 1'-0"3 Floor Plan - Bldgs. C, D, and E

 1/8" = 1'-0"4 Ceiling / Soffit Plan -  Bldgs. C, D, and E

 1/16" = 1'-0"1 Ceiling / Soffit Demolition Plan-Bldgs. C, D, E
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Demolition Key Notes

D1 Existing wall to remain
D2 Remove existing storefront
D3 Remove existing door(s)
D4 Remove existing flooring at area of new

vestibule
D5 Remove existing ceiling at area of new

vestibule
D6 Existing column to remain
D7 Remove existing wood siding and substrate
D8 Remove existing soffit material
D9 Existing light fixture to be replaced -

coordinate with Electrical Drawings
D10 Remove existing aluminum doors - salvage

for reinstallation
D11 Saw cut and remove existing masonry at

arched openings - coordinate with
Structural Drawings

D12 Masonry below arched openings to remain
D13 Existing ceiling to remain
D14 Remove existing  light fixture
D15 Remove existing wood siding @ CMU wall

Floor Plan Key Notes

F1 New aluminum storefront with anodized
bronze finish.

F2 New wall mounted light fixture - coordinate
w/ Electrical Drawings.

F3 New walk-off carpet tile at vestibule.
F4 New substrate and stucco finish at exposed

areas of existing wall - typical above roof
canopy roof also.

F5 New push plate door operator.
F6 Infill existing door opening to match

adjacent walls.
F7 Clean and prep existing concrete for

new carpet tile at are of new vestibule.
F8 Where new wall mounted sconces or door

operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed.  Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

F9 New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

F10 Use salvaged brick to repair masonry at
areas where new columns installed.

Ceiling Plan Key Notes

C1 New aluminum soffit
C2 New suspended gyp. bd. ceiling
C3 New light fixture - coordinate with

Electrical Drawings
C4 Existing ceiling to remain
C5 Repair or replace existing ceiling and / or

ceiling grids at areas damaged or
disturbed by new construction
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Brigham City Center
1100 South Street
Brigham City, Utah

A1.3

February 16, 2007

Construction Documents

Bldg. I - Plans

Brigham City Center Facade
Remodel

 1/8" = 1'-0"3 Floor Plan - Bldg. I

 1/16" = 1'-0"1 Ceiling / Soffit Demolition Plan -  Bldg. I

 1/8" = 1'-0"4 Ceiling / Soffit Plan -  Bldg. I

 1/16" = 1'-0"2 Demolition Plan - Bldg. I
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Demolition Key Notes

D1 Existing wall to remain
D2 Remove existing storefront
D3 Remove existing door(s)
D4 Remove existing flooring at area of new

vestibule
D5 Remove existing ceiling at area of new

vestibule
D6 Existing column to remain
D7 Remove existing wood siding and substrate
D8 Remove existing soffit material
D9 Existing light fixture to be replaced -

coordinate with Electrical Drawings
D10 Remove existing aluminum doors - salvage

for reinstallation
D11 Saw cut and remove existing masonry at

arched openings - coordinate with
Structural Drawings.  Remove masonry
entirely up to roof above.  Verify conditions
and notify Structural Engineer if
discrepancies or problems arise.

D12 Masonry below arched openings to remain
D13 Existing ceiling to remain
D14 Remove existing  light fixture
D15 Remove existing wood siding @ CMU wall

Floor Plan Key Notes

F1 New aluminum storefront with anodized
bronze finish.

F2 New wall mounted light fixture - coordinate
w/ Electrical Drawings.

F3 New walk-off carpet tile at vestibule.
F4 New substrate and stucco finish at exposed

areas of existing wall - typical above roof
canopy roof also.

F5 New push plate door operator.
F6 Infill existing door opening to match

adjacent walls.
F7 Clean and prep existing concrete for

new carpet tile at are of new vestibule.
F8 Where new wall mounted sconces or door

operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed.  Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

F9 New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

F10 Use salvaged brick to repair masonry at
areas where new columns installed.

Ceiling Plan Key Notes

C1 New aluminum soffit
C2 New suspended gyp. bd. ceiling
C3 New light fixture - coordinate with

Electrical Drawings
C4 Existing ceiling to remain
C5 Repair or replace existing ceiling and / or

ceiling grids at areas damaged or
disturbed by new construction
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Brigham City Center
1100 South Street
Brigham City, Utah

A1.4

February 16, 2007

Construction Documents

Bldgs. L and M - Plans

Brigham City Center Facade
Remodel

 1/16" = 1'-0"2 Demolition Plans - Bldgs. L and M

 1/8" = 1'-0"3 Floor Plan - Bldgs. L and M

 1/8" = 1'-0"4 Ceiling / Soffit Plan - Bldgs. L and M

 1/16" = 1'-0"1 Ceiling / Soffit Demolition Plan - Bldgs. L & M
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Demolition Key Notes

D1 Existing wall to remain
D2 Remove existing storefront
D3 Remove existing door(s)
D4 Remove existing flooring at area of new

vestibule
D5 Remove existing ceiling at area of new

vestibule
D6 Existing column to remain
D7 Remove existing wood siding and substrate
D8 Remove existing soffit material
D9 Existing light fixture to be replaced -

coordinate with Electrical Drawings
D10 Remove existing aluminum doors - salvage

for reinstallation
D11 Saw cut and remove existing masonry at

arched openings - coordinate with
Structural Drawings

D12 Masonry below arched openings to remain
D13 Existing ceiling to remain
D14 Remove existing  light fixture
D15 Remove existing wood siding @ CMU wall

Floor Plan Key Notes

F1 New aluminum storefront with anodized
bronze finish.

F2 New wall mounted light fixture - coordinate
w/ Electrical Drawings.

F3 New walk-off carpet tile at vestibule.
F4 New substrate and stucco finish at exposed

areas of existing wall - typical above roof
canopy roof also.

F5 New push plate door operator.
F6 Infill existing door opening to match

adjacent walls.
F7 Clean and prep existing concrete for

new carpet tile at are of new vestibule.
F8 Where new wall mounted sconces or door

operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed.  Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

F9 New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

F10 Use salvaged brick to repair masonry at
areas where new columns installed.

Ceiling Plan Key Notes

C1 New aluminum soffit
C2 New suspended gyp. bd. ceiling
C3 New light fixture - coordinate with

Electrical Drawings
C4 Existing ceiling to remain
C5 Repair or replace existing ceiling and / or

ceiling grids at areas damaged or
disturbed by new construction



BUILDING P

D2

D10

D1
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D7 (@ upper area of wall)
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53' - 8" (verify)
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BUILDING P
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EXTENT OF WORK

BUILDING P

C4

C4
C1

C1

C1

C3

C3

C3

C3

C3

C3

C3

C3 C3

C3

C3

C5
C5

BUILDING P

D13

D8D9 typ.
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February 16, 2007

Construction Documents

Building P - Plans

Brigham City Center Facade
Remodel

 1/16" = 1'-0"1 Demolition Plan - Bldg. P

 3/32" = 1'-0"2 Floor Plan - Bldg. P

 3/32" = 1'-0"3 Ceiling / Soffit Plan - Bldg. P

 1/16" = 1'-0"4 Ceiling / Soffit Demolition Plan - Bldg. P
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Demolition Key Notes

D1 Existing wall to remain
D2 Remove existing storefront
D3 Remove existing door(s)
D4 Remove existing flooring at area of new

vestibule
D5 Remove existing ceiling at area of new

vestibule
D6 Existing column to remain
D7 Remove existing wood siding and substrate
D8 Remove existing soffit material
D9 Existing light fixture to be replaced -

coordinate with Electrical Drawings
D10 Remove existing aluminum doors - salvage

for reinstallation
D11 Saw cut and remove existing masonry at

arched openings - coordinate with
Structural Drawings

D12 Masonry below arched openings to remain
D13 Existing ceiling to remain
D14 Remove existing  light fixture
D15 Remove existing wood siding @ CMU wall

Floor Plan Key Notes

F1 New aluminum storefront with anodized
bronze finish.

F2 New wall mounted light fixture - coordinate
w/ Electrical Drawings.

F3 New walk-off carpet tile at vestibule.
F4 New substrate and stucco finish at exposed

areas of existing wall - typical above roof
canopy roof also.

F5 New push plate door operator.
F6 Infill existing door opening to match

adjacent walls.
F7 Clean and prep existing concrete for

new carpet tile at are of new vestibule.
F8 Where new wall mounted sconces or door

operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed.  Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

F9 New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

F10 Use salvaged brick to repair masonry at
areas where new columns installed.

Ceiling Plan Key Notes

C1 New aluminum soffit
C2 New suspended gyp. bd. ceiling
C3 New light fixture - coordinate with

Electrical Drawings
C4 Existing ceiling to remain
C5 Repair or replace existing ceiling and / or

ceiling grids at areas damaged or
disturbed by new construction



BUILDING C BUILDING D BUILDING E

Exsting TPO membrane to remain

1
A3.1

1
A3.1

New TPO membrane over 1/2" "Densdek"
over sloped insulation.  Install over existing

plywood decking.  Verify condition of plywood
and notify Owner and archtiect if plywood is

damaged or deteriorated - typical

Re-install existing roof drain,
provide new strainer basket
and heat tape - Coord.
electrical requirements w/
Elect. Dwgs.

Re-install existing roof drain,
provide new strainer basket and
heat tape - Coord. electrical
requirements w/ Elect. Dwgs.3

A3.1

3
A3.1

6

A5.1

Sim

6

A5.1

Sim
8

A5.1

Sim
typ. low typ. high

typ.

Extend shaped foam fascia 2' - typ.

New TPO membrane over 1/2" "Densdek"
over sloped insulation.  Install over existing

plywood decking.  Verify condition of plywood
and notify Owner and archtiect if plywood is

damaged or deteriorated - typical

7
A5.1

Sim
typ.

4
A5.1

Sim
4

A5.1

Sim

5
A5.1

Sim

BUILDING L BUILDING M

2
A3.1

2
A3.1

Re-install existing roof drain,
provide new strainer basket and

heat tape - Coord. electrical
requirements w/ Elect. Dwgs.

Re-install existing roof drain,
provide new strainer basket and

heat tape - Coord. electrical
requirements w/ Elect. Dwgs.

6

A5.1

Sim

6

A5.1

Sim
8

A5.1

Sim

New TPO membrane over 1/2" "Densdek"
over sloped insulation.  Install over existing

plywood decking.  Verify condition of plywood
and notify Owner and archtiect if plywood is

damaged or deteriorated - typical

New TPO membrane over 1/2" "Densdek"
over sloped insulation.  Install over existing

plywood decking.  Verify condition of plywood
and notify Owner and archtiect if plywood is

damaged or deteriorated - typical

7
A5.1

Sim

8

A5.1

Sim

7
A5.1

Sim

5
A5.1

Sim

TPO Membrane

Fully adhered rigid insulation

Plywood decking

Minimum ⁄" of
membrane inside
compression ring

Waterstop
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February 16, 2007

Construction Documents

Roof Plan

Brigham City Center Facade
Remodel

 1/8" = 1'-0"1 Roof Plan - Bldgs. C, D and E

 1/8" = 1'-0"2 Roof Plan - Bldgs. L and M

MARK DATE DESCRIPTION
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 6" = 1'-0"3 Detail @ Roof Drain
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EX
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EX P1
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E6

M1

M1

M1
M2
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Brigham City Center
1100 South Street
Brigham City, Utah

A2.1

February 16, 2007

Construction Documents

Exterior Elevations

Brigham City Center Facade
Remodel

 1/8" = 1'-0"1 North Elevation - Bldg. A

 1/8" = 1'-0"2 North Elevation - Bldgs. C, D, E and I

 1/8" = 1'-0"3 North Elevation - Bldgs. L and M

 1/8" = 1'-0"1a West Elevation - Bldg. A (East Sim.)

STUCCO DRYVIT NO. COLOR

S1 #452 "STORMY NIGHT"
S2 #112 "SANDLEWOOD BEIGE"
S3 #111 "PRAIRIE CLAY"

METAL MATERIAL COLOR / FINISH

M1 STOREFRONT / FLASHINGS DARK BRONZE ANODIZED
M2 WALL SCONCES

PAINT COLOR NO. COLOR

P1 BLACK

EXTERIOR FINISH SCHEDULEELEVATION KEY NOTES
E1 Existing flashing to remain.
E2 Remove existing flashing and / or siding.  Verify condition of existing substrate.  Provide new 1/2"

plywood substrate if existing is deteriorated or damaged.
E3 New flashing.
E4 Stucco finish system over metal lath over (2) layers grade D building paper.
E5 Shaped foam fascia.
E6 New surface mounted wall sconce.  Mounting height 7'-0" above walking surface to centerline of

light fixture typical.   Coordinate with Electrical Drawings.
E7 New aluminum storefront system w/ dark bronze anodized finish.
E8 New parapet wall attached to existing glu-lam beam.  Extend parapet 3'-0" above top of existing

glu-lam.  Coordinate with Structural Drawings.
E9 Furr out existing concrete column, extend furring 3'-0" above top of existing column to match height

of new parapet walls.
E10 Paint bottom of exposed column with black epoxy coated paint - typical where columns terminate at

concrete walkways only.
E11 Saw cut and remove existing masonry wall at arched openings (shown dashed).  Masonry stem wall

below existing windows to remain.
E12 New HSS column with brake metal trim to match storefront frames.
E13 Use salvaged brick to repair stem wall where new column is placed.
E14 Existing wall - patch cracks and paint wall.
E15 Reinstall existing aluminum doors in new frame.

MARK DATE DESCRIPTION
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M
AT
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H

 L
IN

E

EX

E15

P3

E2E2 E4

P2
(ALL

SIDES
COL.)

P3 P2

NO
WORK
BACK
WALL

M1

M1

P2

E4 E3

P2 P2 P2

P2

S3

E1E1

E5

P2
(ALL

SIDES
COL.)

P3

M2

EX

E14

E14

EX

E14
E14

S1

No work

M
AT

C
H

 L
IN

E

NO WORK THIS WALL

E3

E14

E14

E5E2E4

E14 E7

S1

P2
(ALL

SIDES
COL.)

M1

P3

EX

M1
P2

E5 E3 E2 E4

E14

No work at existing
canopy and framing

S1

M1

P3 P3

P2

E2

E1
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Brigham City Center
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Brigham City, Utah
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February 16, 2007

Construction Documents

Exterior Elevations

Brigham City Center Facade
Remodel

 1/8" = 1'-0"1 North Elevation 1 - Bldg. P

 1/8" = 1'-0"2 North Elevation 2 - Bldg. P
 1/8" = 1'-0"3 West Elevation - Bldg. P

STUCCO DRYVIT NO. COLOR

S1 #452 "STORMY NIGHT"
S2 #112 "SANDLEWOOD BEIGE"
S3 #111 "PRAIRIE CLAY"

METAL MATERIAL COLOR / FINISH

M1 STOREFRONT / FLASHINGS DARK BRONZE ANODIZED
M2 WALL SCONCES

PAINT SHERWIN WILLIAMS COLOR NO. COLOR

P1 BLACK
P2 #6172 "HARDWARE"
P3 #6150 "UNIVERSAL KHAKI"

EXTERIOR FINISH SCHEDULEELEVATION KEY NOTES
E1 Existing flashing to remain.
E2 Remove existing flashing and / or siding.  Verify condition of existing substrate.  Provide new 1/2"

plywood substrate if existing is deteriorated or damaged.
E3 New flashing.
E4 Stucco finish system over metal lath over (2) layers grade D building paper.
E5 Shaped foam fascia.
E6 New surface mounted wall sconce.  Mounting height 7'-0" above walking surface to centerline of

light fixture typical.   Coordinate with Electrical Drawings.
E7 New aluminum storefront system w/ dark bronze anodized finish.
E8 New parapet wall attached to existing glu-lam beam.  Extend parapet 3'-0" above top of existing

glu-lam.  Coordinate with Structural Drawings.
E9 Furr out existing concrete column, extend furring 3'-0" above top of existing column to match height

of new parapet walls.
E10 Paint bottom of exposed column with black epoxy coated paint - typical where columns terminate at

concrete walkways only.
E11 Saw cut and remove existing masonry wall at arched openings (shown dashed).  Masonry stem wall

below existing windows to remain.
E12 New HSS column with brake metal trim to match storefront frames.
E13 Use salvaged brick to repair stem wall where new column is placed.
E14 Existing wall - patch cracks and paint wall.
E15 Reinstall existing aluminum doors in new frame.

MARK DATE DESCRIPTION
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 1/8" = 1'-0"4 East Elevation - Bldg. P



A5.1
5

3
A3.1

Sim

Veirify existing conditions where
canopies abut - provide expansion joints

at points of attachment - typical

Veirify existing conditions where canopy
abuts wall - provide expansion joints at
points of attachment - typical

A5.1
7

Furr out @ glu-lam
and provide stucco
finish system @
exposed surfaces,
see Det. 7/A5.1
sim.

A5.1
4

A5.1
4

Sim

3
A3.1

Provide slip joint where
walls abut adjacent soffits /
ceilings - typical

Existing framing
Rigid insulation - slope to roof drain

A5.1
7

Sim

Furr out @ glu-lam
and provide stucco

finish system @
exposed surfaces,

see Det. 7/A5.1 sim.

14' - 0 1/4" +/-

5'
 - 

0"
9'

 - 
0"

Furred out column beyond

Existing planter box beyond

Existing glu-lam beam

New parapet wall
A5.1

6
Sim

A5.1
8

Sim

A5.1
6

Sim
Replace existing flashing and
repair existing roofing membrane

Existing canopy framing

New aluminum soffit

Re-install existing roof drain

New TPO
membrane on 1/2"
'Densdeck" over
rigid insulation
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A3.1

February 16, 2007

Construction Documents

Canopy Sections

Brigham City Center Facade
Remodel

 1/8" = 1'-0"2 Canopy Section @ Bldgs. L and M

 1/8" = 1'-0"1 Canopy Section @ Bldgs. C, D and E

 1/4" = 1'-0"3 Canopy Section - Typ. Bldgs. C. D, E., L & M

MARK DATE DESCRIPTION
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4' - 0" (verify)

A-102

A-101 A-103

A-104

Automatic
door
operator

Automatic door
operators

6'
 - 

2"

4' - 0"

D-
10

3
D-

10
1

D-
10

2

4'
 - 

0"
4'

 - 
0"

Automatic door operator

Automatic door operator

Automatic door operator

D-
10

4

6' - 6 3/4"

E-
10

1
E-

10
2

Automatic door operator

Automatic
door

operator

4'
 - 

0"
4'

 - 
0"

A5.2
5

Sim

6' - 0"

C-
10

1

C-
10

2

P-
10

1

P-
10

2

P-
10

3

P-
10

4

Door operator

Door operator

Door operator

M-
10

1

M-102

R= 2' - 6"

7' - 7"

Door operator

Door operator

Door operator

L-
10

1
L-

10
2

8'
 - 

0"

6' - 0"

Door operator

Door operator

Door operator

I-102

I-101

A5.2
5

Sim

A5.2
5

Sim
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A4.1

February 16, 2007

Construction Documents

Large Scale Vestibule
Plans

Brigham City Center Facade
Remodel

 1/4" = 1'-0"1 Vestibule Plan - Bldg. A

 1/4" = 1'-0"3 Vestibule Plan - Bldg. D

 1/4" = 1'-0"4 Vestibule Plan - Bldg. E

 1/4" = 1'-0"2 Vestibule Plan - Bldg. C
 1/4" = 1'-0"8 Vestibule Plan - Bldg. P

 1/4" = 1'-0"7 Vestibule Plan - Bldg. M

(BRIDGERLAND APPLIED TECHNOLOGY CENTER)

(LEASE SPACE 'FOCUS')

(DRIVER LICENSE DIVISION)

(OFFICE OF REHABILITATION SERVICES)

(UTAH STATE UNIVERSITY)

(UTAH STATE UNIVERSITY)

(UTAH STATE UNIVERSITY)
 1/4" = 1'-0"6 Vestibule Plan - Bldg. L

 1/4" = 1'-0"5 Vestibule Plan -  Bldg. I
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8"

Line of concrete walk or
finish grade at planter boxes

Line of exist. concrete column

(2) layers Grade D building
paper

Wire mesh

Stucco finish system

Sheathing - see
Structural Drawings

3 5/8" metal stud

Metal drip edge - extend
behind metal stud and up
column

18" x 18" existing concrete column

Metal furring

1/2" plywood sheathing

(2) layers asphalt paper

Metal lath

Stucco base coat

Finish coat

2
A5.1

A5.1
3

Sim

El. = 11' - 0"
T.O. Exist. Conc. Col.

3'
 - 

0"

Exist. conc.
column

Steel stud

Stucco over
plywood

sheathing

Existing. glu-
lam beam

Shaped foam fascia

Alum. cap @ top of
column - slope to

drain

Exist. conc. walk
or finish grade @

planter boxes

A5.1
6

Sim
New rigid insulation - slope to
roof drain

Attach furring member to lower
glu-lam only - see Struct.

Dwgs. for attachment details

Provide slip joint @ top of furring

Existing glu-lam beam

New TPO membrane roofing -
extend up wall behind stucco min
as required by roofing manuf.

Existing canopy framing

Metal stud - see Strucural

Plywood sheathing

Stucco finish systemPlywood sheathing

Metal soffit panel placed
vertically, over (2) layers bldg.

paper

Metal flashing

Lap roofing membrane over top of
glu-lam min as recommended by

roofing manuf.

A5.1
6

Sim

New aluminum soffit - install on
existing soffit framing - verify

condition and notify Owner and
Architect if existing framing is

damaged

New aluminum soffit - install on existing
soffit framing - verify condition and notify
Owner and Architect if existing framing is
damaged

Extend stucco around bottom
of framing - provide drip edge

at corners

If tapered insulation is higher than
top of glu-lam, provide treated 2x

blocking @ top of glu lam

8"

A5.1
8

Sim

4"
8"

2" 2"

Beveled top plate

Alum. cap flashing

Shaped EPS foam fascia

4"
1"

Stucco finish system

Stucco finish system

New rigid insulation - slope to
roof drain

Attach furring member to lower
glu-lam only - see Struct.

Dwgs. for attachment details

Provide slip joint @ top of furring

Existing glu-lam beam

New TPO membrane roofing
- lap membrane up wall
behind stucco min as
required by roofing manuf.

Existing canopy framing

Metal stud - see Strucural

Plywood sheathing

Stucco finish system
Plywood sheathing

Metal soffit panel placed
vertically, over (2) layers bldg.

paper

Metal flashing

Lap roofing membrane over
top of glu-lam min as

recommended by roofing
manuf.

A5.1
6

Sim

Metal stud - attach to upper
glu-lam only

Slip track @ bottom of stud

8"

New aluminum soffit - install on
existing soffit framing - verify condition
and notify Owner and Architect if
existing framing is damaged

Extend stucco around bottom
of framing - provide drip edge

at corners

New aluminum soffit - install on
existing soffit framing - verify

condition and notify Owner and
Architect if existing framing is

damaged

A5.1
8

Sim

Roofing membrane

Weep screed or flashing

Base coat

Stucco finish coat

Metal lath

Plywood sheathing

Structure beyond - existing
wall or new parapet wall

(2) layers grade D bldg. paper

Stucco finish system

Existing glu-lam beam

Plywood sheathing

Stucco finish system
Plywood sheathing

Metal soffit panel placed
vertically, over (2) layers bldg.

paper

Metal flashing

Lap roofing membrane over top
of glu-lam min as recommended

by roofing manuf.

A5.1
6

Sim

Metal stud - see Structural
Drawings

New aluminum soffit - install on
existing soffit framing - verify

condition and notify Owner and
Architect if existing framing is

damaged
Extend stucco around bottom
of framing - provide drip edge
at corners
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Brigham City Center
1100 South Street
Brigham City, Utah

A5.1

February 16, 2007

Construction Documents

Details

Brigham City Center Facade
Remodel

 1 1/2" = 1'-0"3 Detail @ Bottom of Furred Columns

 1 1/2" = 1'-0"1 Detail @ Furred Column

 1/2" = 1'-0"2 Section Thu Furred Column

 1" = 1'-0"4 Detail @ Canopy Wall Bldgs. C, D and E

 3" = 1'-0"6 Detail @ Shaped Fascia

 1" = 1'-0"5 Detail @ Canopy Wall Bldgs. L and M

MARK DATE DESCRIPTION

13 1 1/2" = 1'-0"8 Stucco Detail @ Roof Intersection

 1" = 1'-0"7 Detail @ Parapet Extension



2"

4 
1/

2"

Steel column

Brake metal cover @ column to match storefront

Aluminum storefront system

1/4" shim space

Existing CMU

Aluminum storefront system

Shim space
Cont. sealant ea. side of frame

EQ
EQ

4 
1/

2"

2"

Existing framing - verify

Aluminum storefront system
Shim space
Cont. sealant ea. side of frame

4 
1/

2"

2"

Existing interior finish - patch
and repair where disturbed by
new construction

Existing sheathing - verify condition

(2) layers Grade D bldg. paper

Stucco system on metal lath

Existing masonry wall

Saw cut masonry where arched
openings removed

Cont. sealant and backer rod

Brake metal trim @ new column - to
match alum. storefront - typ. each side of
column
Masonry stem wall below

Shim

Alum. storefront system

4 
1/

2"

2"

Saw cut and remove masonry at
arched openings

Brake metal trim @ new column - to match
alum. storefront

Remaining masonry stem wall below

Shim

Alum. storefront system

Existing storefront to remain

Brake metal trim over solid
blocking @ wall infill

EXTERIOR

INTERIOR
VESTIBULE 3 

1/
2"

(fi
el

d 
ve

rif
y)

Aluminum storefront

Insulated metal panel

Line of existing concrete
walk below4 

1/
2"

4 1/2"

Aluminum storefront

Insulated glazing

Soldier course - match existing
where masonry is repaired
around new columns

Line of new column beyond
shown dashed

Existing concrete wall
below - verify conditions

1'
 - 

0"

Existing masonry stemwall

Existing roof structure - verify conditions

Slip track - attach to bottom chord of
truss - do not penetrate roof sheathing

R-13 batt insulation

5/8" gyp. bd. each side of
wall - paint to match existing
wall if exposed to view

3 5/8" metal stud @ 16" o.c.

Cont. sealant

Storefront wall @ vestibule

Existing roof structure -
verify conditions

New WF steel beam -
coordinate with
Structural Drawings

2x treated wood blocking

New alum. storefront

New aluminum soffit - attach to
existing soffit framing

Cont. sealant each side

Existing ceiling - repair or replace
where damaged during remodel
work

Existing wall

Aluminum storefront system

Shim space

Cont. sealant ea. side of frame

7 
3/

4"

2 1/2"
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Brigham City Center
1100 South Street
Brigham City, Utah

A5.2

February 16, 2007

Construction Documents

Door and Window
Details

Brigham City Center Facade
Remodel

 3" = 1'-0"1 Jamb Detail @ Bldg. A Storefront

 3" = 1'-0"2 Jamb Detail @ CMU Wall

 3" = 1'-0"3 Jamb Detail @ Stucco Wall

 3" = 1'-0"4 Jamb Detail @ Bldg. I - End Column

 3" = 1'-0"5 Jamb Detail @ Bldg. I - Corner Column

 3" = 1'-0"6 Sill Detail @ Alum. Storefront

 3" = 1'-0"7 Sill Detail @ Masonry Stemwall

MARK DATE DESCRIPTION

14

 3" = 1'-0"9 Head Detail @ Vestibule Storefront - Typical

 3" = 1'-0"10 Head Detail @ New WF Beam
 3" = 1'-0"8 Storefront Section @ Bldg. P
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Brigham City Center
1100 South Street
Brigham City, Utah

A6.1

February 16, 2007

Construction Documents

Door and Glazing
Schedules

Brigham City Center Facade
Remodel

Door
Number

Door
Hardware CommentsWidth Height Material Finish

A-101 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 1
A-102 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 2 Electric push plate operator
A-103 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 1
A-104 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 2 Electric push plate operator
A-105 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 1
A-106 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 2 Electric push plate operator
A-107 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 1
A-108 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 2 Electric push plate operator
C-101 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 3
C-102 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 3
D-101 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 3
D-102 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
D-103 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 3
D-104 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
E-101 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
E-102 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
I-101 6' - 0" 7' - 0" Alum. Dk. Bronze Anodized Sliding door
I-102 6' - 0" 7' - 0" Alum. Dk. Bronze Anodized Sliding door
L-101 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
L-102 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
M-101 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
M-102 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 4 Electric push plate operator
P-101 3' - 0" 7' - 0" Existing Alum. Existing Group 1
P-102 3' - 0" 7' - 0" Existing Alum. Existing Group 2 Electric push plate operator
P-103 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 1
P-104 3' - 0" 7' - 0" Alum. Dk. Bronze Anodized Group 2 Electric push plate operator

Glazing Schedule
Mark Glazing / Panel Types

A 1" insulated low-e glazing - grey tinted
B Tempered 1" insulated low-e glazing - grey tinted
C 1" insulated metal panel - dark bronze match storefront finish
D 1/4' tempered clear glazing
E 1/4" clear glazing

MARK DATE DESCRIPTION
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Window Schedules

Brigham City Center Facade
Remodel
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Brigham City Center Facade
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